ZIA Electric

the smart choice

Product data sheet
Characteristics

ZL-SPOTO7

LED spot light 7W 220-240V

2icl

Electric

Main
Range of Product SPOT LIGHT
Wattage ™™
Q ﬁ ’ Input Voltage AC 220V
- 4 J Input Frequency 50-60Hz
Power Factor >0.5
L] R i Input Current (Declared ) 65mA
A Lumen Efficacy 80 Im/wW
SDCM 6
Complementary
(A) System Performance Parameter
SIN Specification Unit Min Nom. Max
1 Nominal Supply Voltage Vrms 220 230 240
2 Input Power @220 V w 6.3 7 7.7
3 Rated Luminous flux Im 504 560
4 Switching Cycle Cycle - 15000 -
5 Average Rated Life Hours - 30000 -
6 Lumen Maintenance @6000 Hrs % - 85 -
For 6500K -X:0.333 ,Y :0.354
7 Color Ellipse Center Coordinates For 3000 K -X:0.432 ,Y :0.408
For 2700 K -X-0.462 ,Y :0.424
8 CRI-General Color Rendering Index % - - 80
9 start up time Sec - - 0.2
10 Operating Temperature range °C -20 50
1 Beam Angle ° 38°
12 Energy Efficiency Index(EEI) 0.15
(B)Mechanical Parameter
1 Overall Outer Dia(width) mm 50
2 Overall Hole dia mm 70-75
3 Overall Height mm 90
4

Material

PLASTIC +ALUMINUM (inside)

Product of Zia Electric



